Release History for SwemaFlow

Version 1.16 2021-03-23
+ Transfer of many saved measurements (notes) is improved. (SwemaFlow 126, 4001)
+ Improved connection of SwemaFlow 126 / 4001 Twin to radio modem (Satel Compact 4BT).

Version 1.15 2019-10-31
+ Long press on unit change button no longer starts programming mode

Version 1.14 2019-06-28

+ Twin do not demand unit changes

+ Twin show % only if both master and slave are set to a flow unit
+ Twin re-connect better if the signal was lost

Version 1.13 2019-02-25
Version 1.12 2019-02-19

Version 1.11 2018-12-11
+ Press Red button until last calibration date is shown when starting instrument. Modle
4001 instead of 4000.

Improvements for distributors.

Version 1.10 2018-05-28
+ Improvement on SwemaFlow 126 Twin. Better modem connections.
Flow factor suggestion 1.0 instead of before 0.0.

Version 1.08 2017-06-05
+ Improvement on SwemaFlow 126 /126 Twin for production. To be updated only when calibrated
/ adjusted.

Version 1.07 (1.06 not released) 2017-03-30
+ Bug fix on SwemaFlow 126/ 126 Twin (bips just once when blue button is pressed)

Version 1.05 2017-01-23

On SwemaFlow 126:

+ Short press on red button functions like a "back-button”
+ Long press on red button shuts instrument off

+ Double click grey button toggles digit orientation

+ Improvements for development

+ Improvements for production

+ Improvements for distributors



